




Plum Creek Fiberboard: 
The Green and Gold 
Standard

With Glacier Green, Glacier Clear 

or any of our standard or specialty 

products, you get an engineered 

wood panel prized by 

woodworkers and construction 

professionals for its exceptional 

qualities including:

•   A smooth, unblemished 

surface and homogenous core

•   Smooth machined profiles 

and edges

•  Exacting tolerance standards

•  Light, consistent color

As a direct result of these 

superior product characteristics, 

our customers benefit from rapid 

machine throughput speeds, 

extended cutting tool life and 

fewer finishing steps to achieve 

superior results. 

     High Density (HDF)

    53–60 lbs/ft3

    850–965 kg/m3

•   Standard Grade—Painted and 

machined applications where 

a smooth, finished surface and 

cleanly machined edges are 

required

•   Lamination Grade—Papered, 

veneered or thermally-fused 

applications where a 

light-colored, exceptionally 

flat surface is required

•   Cross-band—Ultra-thin 

platforms upon which wood 

veneer or other laminates are 

bonded for solid core 

architectural door faces

•   Moisture-Resistant—For 

reduced thickness swell when 

exposed to intermittent  moisture 

as in laminate flooring applications 

(for interior use only; not intended 

for wet area applications)

•   Plywood Core—Inner core 

platforms compatible with high

temperature plywood presses

•   Uses only inland species of 

western softwoods

•   Low abrasive content

•   Less hydroscopic than 

conventional MDF

•  Light, consistent color

•  Flat, smooth surface

•   Exacting thickness tolerance

•   Easy to machine

•   Fast process throughput speeds

•   Eliminates fiber swell when 

finished with water-based 

coatings or adhesives

•   Excellent dimensional stability

•   Surface optimized for painting 

and laminating

•   Fewer finishing steps required 

to achieve superior results

     Medium Density (MDF)

    46–48 lbs/ft3

    740–770 kg/m3

Super-Refined MDF2� 

(0.354–1.5 in/9—38 mm)

•  Raised panel doors

•   Molding, millwork and other 

intricately machined profi les

•  Homogenous, fine fiber format

•   Uses only inland species of 

western softwoods

•  Low abrasive content

•   Less hydroscopic than 

conventional MDF

•   Light, consistent color

•   Flat, smooth surface

•   Exacting thickness tolerance

•  Easy to machine

•  Fast process throughput speeds

•   Eliminates fiber swell when 

finished with water-based 

coatings or adhesives

•  Excellent dimensional stability

•   Surface optimized for painting 

and laminating

•   Fewer finishing steps required 

to achieve superior results

    Low Density (LDF)

    40–44 lbs/ft3

    645–705 kg/m3

Super-Refined MDF2� 

(0.354–1.5 in/9—38 mm)

•   High-speed molding and millwork

where weight is a factor

•  Same as MDF •  Same as MDF
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